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Abstract

A 17-inch lightweight improved performance band track was
developed for use on The Automotive Test Rig (ATR), a 14 ton amphibious
vehicle, under contract to the David Taylor Naval Ship R&D Center. The track
was designed utilizing corrosion resistant materials to perform in a marine
environment. Using data obtained from a laboratory test, a track was
fabricated and installed on a M113 surrogate test vehicle. The performance
testing has shown the track's noise and rolling resistance performance
advantages as compared to current block tracks. The track has completed 500
miles of endurance testing with no failures or performance problems.
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1.0 INTRODUCTION AND SUMMARY

This report documents the design and development of a 17 inch
wide band track for use on a 14 ton amphibious vehicle being developed by AAI
Corporation under contract to the David Taylor Naval Ship Research and Develop-
ment Center.

The basic wire link band track was developed by AAI in 1957.
From 1957 to 1966, the track received extensive design, development, and
testing effort by AAI under contracts for the U.S. Army Tank-Automotive
Command. During its development and test, the band track has shown superior
noise reduction, reduced transmission of vibration and shock loads, reduced
rolling resistance, and weight savings compared to any current block track
design. The ability of the track to meet the design life of 250 hours has
been a major problem throughout its development. The major goals of this
program were to improve the durability of the track and adapt the track for a
marine environment.

To increase life, the following configuration changes were
implemented:

- Track width was increased from 15 inches to 17 inches. This
width increase allows the use of more load carrying wire loops effectively
reducing the unit loading and contact stresses. The reduced contact stress
should decrease wear at the wire loop to pin interface and thus increase track
life.

- The use of headed pins with improved snap rings to prevent pin
movement. In past designs, the pins have occasionally worked loose and
migrated out of position severely reducing the ability of the track to
transmit loads. The new pins should prevent migration.

- Redesign of the track block end connector to reduce stress
levels and reduce stress concentration on the threaded boss. In conjunction
with the adaptation for marine environment, the material heat treating process
was changed to improve the control of material properties. On previous track
tests end connector boss failures had occurred. These failures were
attributed to poor casting and improper heat treating. The new material and
new design will reduce stress concentration and improve manufacturability of
the end connector.

- To adapt the track for a marine environment, each track
component was investigated to improve its corrosion resistance without
degrading its performance or life. During the test phase of this program,
several different materials were evaluated and the optimum combination of load
carrying ability, wear rates, and corrosion resistance were evaluated.

With this initial information, complete engineering drawings
were issued and sufficiernt parts were purchased to assemble a 12.5 foot length
for laboratory testing. A laboratory test machine using an idler and hydro-
statically driven final drive with a 4000 lb. tensile load applied to the
track was used to evaluate the viability of the new track configuration. As a
result of this test, the following conclusions were reacned:
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- All metal components performed satisfactorily.

- Carbon steel crossmembers should be used due to excessive wear
on stainless version.

- The rubber compound should be 63 durometer.

- Sprocket design should provide 0.05 in. underpitched.

The design improvements indicated by testing were incorporated
in the track design and parts for 1 full track and spares were ordered.

The track was then assembled and installed on a M113 at AAI and
initial run-in and operational tests were performed. The vehicle was then
shipped to Camp Pendleton. The track was tested on varying surfaces to 26.7
hours (500 miles). During the test, track blocks were removed at 100 mile
intervals for testing at AAI. At the end of testing, the track did not show
any significant degradation in performance or apparent wear. The blocks
removed during the test were statically pull tested and showed no decrease in
strength from new blocks tested. The track was removed from the vehicle and
returned to AAI for future installation on the 14 ton amphibious vehicle.

The testing completed to date indicates the track should show a
significant durability increase as compared to wire link track previously
tested. The ability of the track to complete the full 250 hours can only be
determined by further vehicle testing.

A total of 52 inner and 52 outer rubber molded blocks plus 26
crossmembers were delivered as spares for this test effort. At the end of
testing only three outer blocks were replaced as dantaged because of driving
accidents. Test sample blocks and crossmembers were removed for evaluation at
100 mile increments and additional blocks were subjected to post test
destructive testing. The remainder of the spare blocks are in storage for use
to support further testing of the track.
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2.0 TRACK DESIGN

The wire link band track consists of four blocks connected by a
crossmember. Each block has several sections of wire mesh pinned together to
form a continuous tensile connection. (See Figures 1, 2 and 3). The track
strength, weight, and operational requirements were developed as follows.

2.1 Design Criteria

The design criteria determined the loads the track components
will be designed to transmit. The criteria represent a simplification of the
loads imposed on the track components and reflect the environment the track
will operate in.

The track tensile force deterinines the size of the track band
elements and has the largest overall effect on the track design. From TACOM
TR No. 10613, August 1969, title "Track Design Study (Task No. 26) XM179, SP,
155mm, the Ultimate track load - 2X GVW/track. During track development at
AAI in the early 1960's, 5X maximum tractive effort was used as a design
criteria. For the ATR it was decided to use 5X tractive effort which was the
more conservative approach. See Appendix A.

The track centerguide is integral with the crossmember. The
centerguide keeps the track centered and supports the side load of the vehicle
when it is operating on a slope. Per TACOM 10613 the center guide should
transmit 1/4 C.V.W. applied perpendicular to the center guide at 3/4 of its
height. This criteria was used on this track. See Appendix A for detail
calculations.

The cross member transmits track tensile loads from the drive
sprocket to the track bands, it also supports the track bands laterally and
helps provide torsional rigidity when the track encounters an obstacle. To
size this member the dynamic wheel forces are determined and applied to the
crossmember as it would encounter an obstacle in a worst case loading. See
Appendix A for detailed analysis.
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2.2 Material Selection

On the original design of the T-139 band track the materials
used were chosen without concern for corrosion resistance in a marine environ-
ment. A material investigation was performed to evaluate new materials for
strength, wear, and corrosion resistance. This investigation is presented in
Appendix B. As a result of this investigation and further lab testing the
following materials were specified.

Component Material

Wire Mesh Coil Nltronic 60
Pin 440C
End Connector 15-5 PH
Cross member 4330
Spacer 5086-H32
Bolt A286

The components have not shown any significant performance
degradation as a result of corrosion in field testing to date.

2.3 Structural Analysis

Using the design criteria and material load bearing capa-
bilities, each component's design was analyzed to determine its strurtural
integrity. The optimum combination of weight, reliability, and performance
for each component was investigated to provide an efficient and structurally
sound track. The analysis applies the "worst case" combination of loads the
track would be subjected to during its operation.

On several of the components analyzed the margin of safety is
very small or a negative value. It was felt this was a result of the
conservative nature of the design criteria and the analysis. The areas of
concern were closely monitored during the test phase. The laboratory tests
and vehicle tests have not shown any structural deficiencies to date. The
detailed analysis is shown in Appendix C.

2.4 Weight Analysis

To further evaluate the advantages of the band t-'ack, the track
design was analyzed to compare the weight with previous band and conventional
tracks. As is shown in Appendix D, the analysis shows a significant weight
advantage as compared to conventional block track designs. The weight savings
will improve vehicle performance and increase the payload capability of the
Automotive Test Rig.

3.0 LAB TEST

Upon completion of the design phase a section of track was
fabricated for evaluation on a track test machine. See Figures 4 and 5. The
machine applies tension to the track while it rotates, simulating the
stretching and flexing the track components would encounter on a vehicle.
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"This test was used to evaluate the viability of the corrosion resistant
materials and rubber compounds used on the track.

The results of this test reinforced the viability of the basic
concept and indicated the need for further investigation of the rubber
compounds. See Appendices E and F.

4.0 FIELD TEST OF TRACK COMPONENTS

Upon completion of the laboratory test, the improvements
indicated by the test were implemented. The changes include, dimensional
changes on the crossmember, the use of carbon steel for the crossmember, and
the use of 63 durometer rubber. Parts were then ordered with sufficient
spares to equip the M113 test vehicle. The track was assembled and installed
on the M113 surrogate test vehicle for initial testing and evaluation. See
Figures 6 and 7. The vehicle was operated for initial run-in and checkout
testing at AAI then shipped to Camp Pendleton for further testing.

4.1 Field Test Data

The vehicle was tested at Camp Pendleton for 26.7 hours (500
miles) over sand, cross country, and paved surfaces. During the test, pitch
length, pad wear, noise, and rolling resistance were measured. At 100 mile
intervals several track sections were removed for further testing at AAI. The
track completed its test with no significant degradation of performance or
track failures.

4.2 Data Analysis

Pad Wear

As shown in Figure 8, the track pads have worn 0.08 inches
during 500 miles of vehicle operation. Assuming the track continues to wear
at this rate, the pad height would be reduced 0.64 inches at the end of 4,000
miles. This pad wear would not have a serious effect on the track life.

Rolling Resistance

During the testing of band track in the early 1960's the track
showed a significant reduction in rolling resistance. The tests performed at
Camp Pendleton on the M113 surrogate vehicle again demonstrated the improved
rolling resistance as compared to current block tracks. See Figure 9. These
improvements will result in improved vehicle periformance and operating
efficiency.

Noise

When the track elements are assembled it forms a continuous band
of tensile elements encased in rubber. The band track has shown a significant
reduction of track generated noise during previous tests. The noise tests
performed at Camp Pendleton have again shown the reduced vehicle noise with
the use of band track. The data collected during this test is shown in

10
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Rolling Resistance

Camp Pendleton - 1984 Aberdeen Proving Ground 1962

Band Band Block

Sand - 1600 lb.
Concrete 859 lb 1047 lb

Concrete - 950 lb.

Noise Internal

Speed Station Block Track (1962) Band Track (1984)

20 MPH Driver 122 db 105.5 db

Crew 120 db 112 db

10 MPH Driver 116 db 104.5 db

Crew 111.5 db 112 db

Figure 9
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Figures 10 and 11. A brief comparison of band track and conventional track
sound levels is shown in Figure 9. The reduced noise is a by-product of
generally reduced vibration generated by the track. The reduced vibration and
noise results in a vehicle that performs more effectively with less operator
fatigue.

Pitch Elongation

Shown in Figure 12, the track stretch appears to correspond
closely with results obtained on the test machine. This would indicate the
track life will be limited by pitch elongation. Pitch elongation is the best
overall indication of wear at the pin to wire junction. Wear at this connec-
tion will reduce the tensile strength of the track and eventually lead to
track failure. Pitch elongation also limits the track useful life because of
sprocket overpitching. As the pitch length increases the track will no longer
mesh properly causing rough operation. From experience gained on the test
machine the limit on pitch length is 5.925 inches. During the laboratory test
when the track pitch reached this length the operation was very rough and
track failure was impending.

Pull Tests

The blocks removed from the test vehicle were tested to
determine the static strength capability. From the test results, see Figure
13, there appears to be no degradation of ten.ile strength capability that can
be directly traced to accumulated miles. The pull test data does show an
appreciable scatter or variation in the block strengths. This variation
cannot be traced to any single element of the track. The accumulation of
manufacturing and material tolerances is the most likely cause for the
strength variation.

4.3 Failure Analysis

During the 500 miles of operation of this track there were no
catastrophic failures of the track. During the course of the test, several
blocks were damaged by striking an object of some type. The blocks were
removed from the track to investigate the damage. These blocks were x-rayed
at AAI. Of the blocks investigated only one showed any substantial damage.
See Figure 14. It is estimated the block retained 2/3 of its original
strength. The reduction of strength of this one block would not have impeded
the operation of the track.

4.4 Life Projection

The life of the track cannot be absolutely predicted. The life
of any track is dependent on the severity of the loads it encounters in its
service life. As shown in Figure 12, the pitch length growth of the track
tested on the M113 closely matches the growth shown on the laboratory test
machine. Using this as a basis the track is expected to last 2000 miles.
This is an estimate and the life could be increased depending on vehicle type
of service encountered.
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LOAD CAPABILITY OF WIDE BAND TRACK ELEMENTS

SAMPLES FROM TEST VEHICLE AT CAMP PENDLETON

Miles Ultimate Load

0 30,900 lb.

100 31,400 lb.

200 26,850 lb.

300 30,700 lb.

400 31,200 lb.

500 31,300 lb.

Figure 13
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Figure 14
Damaged Block
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5.0 CONCLUSIONS AND RECOMMENDATIONS

The tests and engineering investigations performed to date have
verified the feasibility of the band track design. The track has completed
500 miles of testing with no incidence of track tensile failure or be4 ,,g
thrown from the vehicle. Band track has shown significant performance
advantages in weight noise, and rolling resistance. These performance
advantages will allow the tracked vehicle to perform more efficiently and have
increased survivability in a combat situation. The ability of the track to
meet the desired life goals is still in question. From data received to date
the track will last approximately 2000 miles on a 14-ton amphibious vehicle.

The problem of track life would indicate the need for further
investigation of the primary flexible tension member. The major source of
wear is the wire to pin junction. One possible way to reduce the wear would
be to substitute roller chain as the tensile member.
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6.0 PRODUCTION COST ESTIMATE

As part of this program, a production cost estimate has been
prepared for the unit cost of the wire link track based on FY1982 dollars as
specified in the contract. Production cost quotations have been obtained from
qualified suppliers of each component part based on a production run of 1,000
sets of tracks assuming 70 feet of track per set. These quotations have been
evaluated and an estimate made as to the "best and final" offer from each
supplier. These costs are based on the drawings of the test track with no
production engineering to reduce cost.

Using the AAI cost structure as a guide, each quotation has been
burdened to include the following factors: (1) Procurement overhead @ 10%;
(2) General and Administrative overhead @ 20%; and (3) Profit @ 10%. Also,
these costs have been reduced by 10% to reflect the average CPI difference
between FY1982 and current FY1985.

A summary of this cost estimation is included in the following
two detailed analyses. The first listing shows the unit cost for each track
component. It lists the quoted cost and source plus a best estimated cost
followed by an extended unit price including overhead burdens. The second
listing presents the unit cost of each component of one track section making
up one six inch track pitch,

Based on this conservative cost approach, the wire link track is
estimated to cost $172.47 per six inch pitch with a: nitial tooling cost of
$213,132.
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Appendix A

A. Design Criteria

Background

The T-139 track, designed, built and tested by AAI in the early
1960's was designed using the following design criteria.

1. Best strength to weight ratio

2. The minimum tensile strength would be five times the force
the power plant can deliver to the track

From TACOM TR No. 10613, August 1969, Title "Track Design Study
(Task No. 26) XM179, S.P., 155m the following criteria was used.

1. Ultimate track load = 2 x GVW/Track

2. Ruber bushing load = GVW x ff/2

3. Center guide strength calculate with 1/4 GVW applies
perpendicular to the center guide at 3/4 of total center
guide height.

4. Pad pressure calculated as GVW/wheels

The 17 in wide band track is intended for use on a 14 ton
tracked amphibian. The amphibian will have a total of 5 dual wheel stations
per vehicle side. The wheel width will be 3.00 in. The maximum final drive
output torque is expected to be 10,000 ft-lbs. The pitch diameter of the
drive sprocket is 18.79 inches.

1. Ultimate Tensile Capacity, PT

The ultimate tensile capacity must be greater than the 5
times the maximum tractive effort or 2 times the GVW, whichever is greater.

5 x 10,000 [ft-lbs] - 64000 lbsPT n M1-.9

or

PT - 2 x 28000 - 56,000 lbs

then

PT - 64.000 lbs

A-i A
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2. Center Guide Lateral Capacity, PL

The center guide must be capable of withstanding 1/4 of the
GVW applied perpendicular to the center guide at a distance of 3/4 of the
total center guide height.

PL = .25 x 28000

PL = 7000 lbs

3. Impact Force Experienced by Crossmember, PV

To find the vertical impact force experienced by the cross-
member on an ATR vehicle redo the dynamic analysis of 11/15/82 using ATR
characteristics rather than M113A2.

Dynamic Analysis (Forces on a Road Wheel Striking an
Obstacle)

The maximum loads applied to a military vehicle, are dynamic
loads. These loads are characterized by high shocks induced by rough terrain,
by obstacles in the vehicle's path, and by the firing of heavy weapons. These
forces are difficult to evaluate accurately. Using the principles of
momentum, the following equations can be derived. This analysis is presented
in AMCP 706-357 Automotive Bodies and Hulls.

Fx t a M (vx2 - vxl)

To t - Io (W2 - W1)

where:

x - Displacement in any direction, ft

Fx - Force component in the given direction x, lb

t a Duration of the impact; sec

M - Mass of the body concerned, lb-sec 2/ft

v x2,Vx - Final and initial velocities, respectively, of
the body in the direction x, i'ps

To - Turning moment about an axis 0, ft-lb

Io x Mass momept of inertia of the body about axis 0,
ft-lb-sec

W2 , W1 - Final and initial angular velocities, respectively,
of the body, rad/sec

A-2
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Applying the above principle to the forward roadwheel of a tracked vehicle,
the following relationships are arrived at:

Fx Mv2 (cos -1)
RQ

where: R = Rolling radius of wheel

Mv sin 0
F - + P + W + ky

where:

P = Static load carried by the wheel

W = Weight of the wheel assembly

Ky = Maximum downward force developed by the spring
system as the wheel rises over the obstacle

, .,
.00

I'llyI

Driver ride limited speed for the ATR has been approximated in Figure 1. The

criteria for the speed-obstacle relationship is two and a half G's at the

A-3



driver's station. This mobility data is used to determine the roadwheel
impact loads on an obstacle. Using Figure 1 the following ride limited speed
for obstacles is:

Obstacle Height Speed
(inches) (MPH)

10 45.0
10.5 35.0
11 25.0
12 20.5
13 16.0

The following ATR vehicle characteristics are:

GVW = 14 ton

Roadwheel Diameter: 22 inches, 10 stations

Track Tnickness: 2.38 inches

Sprung Weight:

Wsp GVW - 1/2 (Wtrack + Wroadarms)

- Whubs - Wroadwheels

= 28000 - 1/2 (2250 + 259.6)

-161.94 - 856

- 25727.3 lbs

weight distribution x even

jounce capacity = 15 inches

spring rate of suspension unit

K ,2 (25727.3) - 343 lbs/in

10 x 15

Effective weight of wheel, 1/2 roadarm and hub

Weff 2 85.6 + 1/2 (29.96) + (13.58 + 2.61)
116.8 lbs

Calculate the impact force experienced by the ATR front roadwheel using the
characteristics above.
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Wsp 25730 = 2573 lbs

W = 117 lbs

M -W 117 = 3.63 lbs-sec2/ft

Md2  3.63 x (22)/12)2
1 o = r - 16

- .763 ft-lbs-sec
2

R 22/2 + 2.38 = 13.38 inches

= 1.115 feet

K 343 lbs/in = 4116 lbs/ft

y u 10, 10.5, 11, 12, 13 [in]
.83, .88, .92, 1.0, 1.08 [ft]

v 45, 35, 25, 20.5, 16 [mph]
66, 51.3, 36.7, 30.1, 23.5 [ft/sec]

(R-Y)0 x arc cos - , where R - 1.115 ft

Y, (feet) 9 (rad)

.83 1.312

.88 1.358

.92 1.400
1.00 1.467
1.08 1.539

F Mv2 (cos 9 - 1)
x
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F Mv sin +F, - +.P+W+KY
y RW

where: M = 3.63 lbs-sec2/ft
R = 1.115 ft
P = 2573 lbs
W = 117 lbs
K = 4116 lbs/ft
y
V
9

Obstacle Force in X Force in Y Total
Height Speed 0 Direction Direction Force
(ft) (ft/sec) (rad) (Lbs) (Lbs) (Lbs)
Y v 9 Fx Fy F

.83 66 1.312 -8215.8 6662.0 10577

.88 51.3 1.358 -5083.7 6874.5 8550

.92 36.7 1.400 -2655.7 7038.9 7523.1
1.00 30.1 1.467 -1841.1 7423.3 7648.2
1.08 23.5 1.539 -1155.4 7808.6 7893.6

From the above table it can be concluded that the maximum road
wheel force developed occurs at the maximum speed of 66 ft/sec or 45 mph.
This load will be assumed to be transmitted through the crossmember.
Therefore, Pv will be taken as 10,600 lbs.

Pv = 10600 lbs

Design Criteria Summary

Ultimate Tensile Capacity, PT

PT - 64,000 lbs

Center Guide Lateral Capacity, PL

P L - 7000 lbs*

Applied to the center guide perpendicular to the spike at a distance of 3/4
of the total center guide height.
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Impact Force Experienced by Crossmember, Pv

I', 10,000 lbs
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Appendix B

IFSTT Material Investigation

Introduction

The metal components selected for the Initial Full Scale Test
Track (IFSTT), to be fabricated during the scope of this contract, must be
chosen on the basis of saltwater environment suitability, structural adequacy,
fabricability, and cost. This investigation addresses these requirements and
provides material options for each component.

The IFSTT design is a modification of the T-139 test track which
was designed and fabricated by AAI Corporation in the early 1960's. Four test
tracks were fabricated and tested during this development effort. Each track
tested provided valuable information which was used to improve the following
track.

The materials selected for use on the T-139 were chosen without
concern for saltwater environment suitability. Through extensive testing and
evaluation, the materials used on the final T-139 track provided an excellent
balance of structural adequacy, fabricabillity, and cost. Table A lists the
materials used for fourth and final T-139 track. These materials will be used
as the baseline from which corrosion resistant material options will be
evaluated.
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Table A. Material Used for the T-139 Track Components

Component Material

Wire Mesh Coil AISI 6150
Pin AISI 8640
End Connector AISI A4330
Crossmember AISI 4330
Spacer 2023-T3
Bolt Medium carbon alloy steel (Grade 8)

Corrosion Resistance Requirements

The behavior of materials may vary widely, depending on the
saltwater exposure condition. For the purposes of this investigation the
components of the IFSTT are assumed to operate while immersed in seawater for
limited periods of time. Additionally, the track will be subjected to
mistladen sea air for extended periods of time. These two conditions are
considered to be the most severe saltwater environments in which the track
will operate. The components which are contained in the rubber molded
assembly are not assumed to be isolated from the saltwater environment. There
is a possibility of seepage through small cracks that may develop in the
rubber. Therefcre, corrosion resistant options are evaluated for each of the
IFSTT components.

The most common and structurally damaging local forms of
corrosion in the presence of a saltwater environment are galvanic corrosion,
pitting, crevise corrosion, stress corrosion cracking, and corrosion fatigue.
Severe galvanic corrosion can occur when two different metals are coupled
together in a marine environment. One metal in the couple will be anodic to
the other. If a galvanic couple is unavoidable an insulating material or a
non-conductive coating may be used to break the electrical circuit.

Pitting is corrosion that develops in highly localized areas on
a metal surface, while the remaining metal surfare often is not attacked.
Pitting attack is most prevelant in the immersed condition. Those metals
susceptible to pitting also are found susceptible to crevice attack. Crevice
corrosion occurs in joints and connections. In a crevice the oxygen supply is
limited.

Stress corrosion cracking can occur when high stresses are
present in a chloride solution, such as seawater. This cracking is
characterized by branching transgranular cracks. The fatigue endurance limit
of alloy and stainless steels is decreased in saltwater. Stainless steels, ii
general, have higher corrosion fatigue limits than alloy steels due to the
high chromium content.

Table B shows the corrosion resistant characteristics which are
considered to be the selection factors for each of the IFSTT components.
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Table B. Corrosion Resistant Selection Factors

Stress
General Crevice Corrosion Corrosion

Component Corrosion Pitting Corrosion Cracking Fatigue

Wire Mesh Coil 0 0 0

Pin 0 0

End Connector o o o o 0

Crossmember o o o

Spacer o

Bolt o o 0 0

o - denotes the selection factors considered for each component

Structural Requirements

The material requirements of each of the IFSTT components is
unique. In the area of structural adequacy, each component requires varying
degrees of strength, wear resistance, toughness, and fatigue strength. The
structural requirements for each of the IFSTT components is discussed below.

Wire Mesh Coil

The chief structural requirement of the wire mesh coil is metal-
on-metal wear resistance. The wire mesh coils of the early T-139 test tracks
were found to erode as the track flexed causing relative motion between the
wire mesh coils and the pins. The erosion problem was not pronounced on the
final T-139 test track. Tensile strength was found to be critical in the
absence of wear. Tensile tests were performed to determine the ultimate
static tensile strength of the T-139 track wire coils. Tensile tests of the
first three T-139 wire coils showed that the wire coil breaking strength was
18,000 pounds. In the absence of wear these coils performed adequately. The
fourth and final T-139 wire coils had a breaking strength of 23,000 pounds.
The strength increase was a result of the heat treatment required to obtain a
high hardness wear surface.

Pin

Again, as with the wire mesh coils, the chief structural concern
is metal-on-metal wear resistance. The T-139 track pin, a high carbon alloy
steel, is provided good wear resistance when properly heat treated. The final
T-139 test conducted at Aberdeen Proving Ground showed mirsimal pin wear after
1148 mile of vehicle operation. This type wear resistance is required of the
IFSTT pin material. A
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End Connector

The structural requirements of the end connector material is
strength and impact toughness. The bosses located on the male end connector
are the most critically loaded area of the component. The bosses sustain a
high tensile loading due to bolt preload. Additionally, these bosses are
required to transmit intermittent shear loads due to static and dynamic track
tension thereby requiring fatigue strength.

The major deficiency noted in the final T-139 track was the
structural integrity of the male and connector in the area of the base of the
bosses. This structural problem was attributed to improper casting techniques
rather than being design related. The strength of the basic design was proven
adequate in prior field tests.

The selection of the heat treat for the candidate material
should provide good ductility and impact resistance while maintaining a high
level of strength as the secondary requirement.

C ro s smember

The crossmember material of the IFSTT is required to be wear
resistant with a high level of bending strength. Three areas of the cross-
member are of concern with regard to wear resistance. Metal-on-metal wear
resistance is required at the sprocket interface and at the roadwheel center
guide. Abrasive wear resistance is required on the grouser surface. Bending
strength is necessary to enable the crossmember to bend roadwheel loads with-
out permanent deformation.

Spacer

The spacer is not a primary structural component. The function
of the spacer is to prevent the wire mesh from collapsing, thereby providing
the track with lateral stiffness.

Bolt

The bolts are required to provide a good structural attachment
between the end connector and the crossmember. The bolt is loaded primarily
in tension due to the torque requirements.

Table C shows a summary of the structu'al selection factors for
each of the IFSTT components.
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Table C. Structural Adequacy Selection Factors

Component Strength Wear Resistance Toughness Fatigue Strength

Wire Mesh Coil 0 o 0 0

Pin o

End Connector o o o

Crossmember o 0

Spacer

Bolt o

o - denotes the selection factors considered for each component.

Corrosion Resistant Material Options

Potential candidates for use on the IFSTT are listed in Table D.
The materials were analyzed in order to compare the corrosion, structural,
fabricability, and cost selection factors relative to the baseline material.
Table D provides a comparison of the selection factor characteristics for each
component of the IFSTT. Each of the materials is ranked into the following
categories for each of the selection factors under consideration.

4 - Highly Acceptable

3 - Acceptable

2 - Moderately Acceptable

1 - Marcinally Acceptable

Primary Corrosion Resistant Material Selection

The primary corrosion resistant material has been selected for
each of the IFSTT components. The primary material candidates a : listed in
Table E. The corrosion and structural properties of the material candidates
have been carefully compared to the T-139 track materials. The properties of
both the T-139 and the primary corrosion resistant material candidates are
presented in Table F thorugh K for each track compohent. It can be seen that
these materials should reasonably duplicate the structural performance of the
T-139 materials while providing superior saltwater environment corrosion
resi stance.
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Table E. Primary Corrosion Resistant Material Option for the IFSTT

Component Material

Wire Mesh Coil Nitronic 60

Pin 440 C

End Connector 15-5 PH

Crossmember 15-5 PH

Spacer 5086-H32

Bolt A286

Table F. Properties of Wire Link Coil Material

T-139 Primary Candidate
Material AISI 6150 Nitronic 60

Condition or Heat Treat Rc 40 ASM A580
30% C.D.

Corrosion Properties
general corrosion poor >type 304
pitting resistance poor good
corrosion fatigue stainless superior to alloy steels

Structural Properties
Ultimate tensile strength, 185 161
F (ksi)
YT91d strength, FTY (ksi) 175 132
Hardness, R 40 34Wear Resistance excellent good

Impact Strength, (ft-lb) 50, charpy
Ductility

elongation, e () 13 26
reduction in area, RA (%) 46 62

Fatigue strength @ 108
cycles (ksi)
Smooth 55
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Table G. Properties of the Pin Materials

T-139 Primary CandidateMaterial AISI 8640 AISI 440C

Condition or Heat Treat Rc 55-60 Rc 55-60

Corrosion Properties
general corrosion poor fair
pitting resistance poor fair

Structural Properties
Ultimate tensile strength, 280 285
F (ksi)
YT91d strength, FTY (ksi) 250 275
Hardness, R 55-60 55-60Wear Resistince excellent excellent

Table H. Properties of the End Connector Casting Materials

T-139 Primary CandidateMaterial AISI 4330 15-5 PH

Condition or Heat Treat Rc 36-40 H1050

Corrosion Properties
general corrosion poor fair
pitting resistance poor fair
crevice corrosion poor fair
stress corrosion cracking

air, K (ksi/sq. in.) 80 120
sea waer, KISCC (ksi/sq. in.) 60 96

corrgslon fatigue strength
@ 10 cycles (ksi)

smooth 15 est. 50
notched 5 est. 30

Structural Properties
ultimate tensile strength, 165 150
F (ksi)
yTgld strength, FTY (ksi) 145 140
hardness, R 36-40 34-41impact strength, Izod (ft-lb) 35 26
ductility
elongation, e (%) 12 8reduction in area, RI () 30 19

fati ue, strength @ 10 cycles
(ksi)

smooth 82.5 84
notched -- 48
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Table I. Material Properties of the Crossmember Casting Materials

T-139 Primary CandidateMaterial AISI 4330 15-5 PH
Condition of Heat Treat Rc 37-41 H 1050

Corrosion Properties
general corrosion poor fairpitting resistance poor faircrevice corrosion poor fair

Structural Properties
ultimate tensile strength, 170 150
F (ksi)
yUld strength, FTY (ksi) 150 140
hardness, R 37-41 34-41wear resistance good fairimpact strength, Izod (ft-lb) 32 26
ductility

elongation, e (8) 11
reduction in area, RA (%)

Table J. Properties of the Spacer Materials

T-139 Primary Caddidate
Material 2024 5086

Condition or Heat Treat T3 H32

Corrosion Properties
general corrosion poor good

Structural Properties
ultimate tensile strength,
Fiu (ksf) 70 42
yield strength, F TY (ksi) 50 30
Hardness, Brinell 120 --
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Table K. Properties of the Bolt Material

ST-139 Primary Candidate
Material Grade 8, A286

Alloy Steel

Condition or Heat Treat

Corrosion Properties
general corrosion poor fair
crevice corrosion poor fair
stress corrosion cracking poor fair

Structural Properties
ultimate tensile strength,
F (ksi) 150 140
yId strength, FTY (ksi) 130 --
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Appendix C

Physical Description

The wire link band track is composed of four basic parts. The
illustration below shows the four parts which make up the track assembly.
These parts are:

Quantity Req.
Item No. Description per Pitch

1 Crossmember 1
2 Inner Track Block 2
3 Outer Track Block 2
4 Hex Head Bolts 10

C-
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The track is driven by two sprockets which engage the crossmember at the two

driving lugs. The driving lugs are located between the inner and outer track

blocks on each side of the assembly. The center guided, which is located in

the center of the crossmember, is used to guide the track on roadwheels.
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The inner and outer track blocks are connected end to end to form continuous
bands. The roadwheels ride on the inner track bands. Hex head bolts connect
the track band to the crossmember.

Within each rubber molded track block are several metal
components. These are:

Item Description Quantity per Block

1 Wire mesh 3 links
2 Male end connectors 1
3 Female end connectors 1
4 Wire mesh pin 2
5 End connector pin 2
6 Spacer 3
7 Snap rings 4
8 Washer 2

AC- 3



Analysis Discussion

The structural capacity of the wire link track is compared to
the design criteria. To do this the tensile capacity of the inner and outer
track blocks are determined. The tensile capcity of the track assembly is
assumed to be the sum of the two inner and outer track blocks. The total
tensile capacity then can be compared to the design criteria ultimate tensile
capacity of 64,000 lbs to find the margin of safety. The friction connection
between the end connector is also analyzed to determine if slippage can occur.
The center guide strength is also determined. The bending strength under a
bridging type load and the bending strength of the center guide due to a side
load are compared to the impact force on the crossmember, Pv, of 10,600 lbs
and the lateral load, PL of 7,000 lbs.
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.4ZLOOPW/FT " "

4 PL

*10 WIRE GAGE

(.1350 DIA. REF)

The wire link track uses two of the above wire sets and two wider sets

consisting of 9 1/2 loops.

Estimate the static capacity of the wire assuming the follnwing materials:

AISI 6150 H.T. to 150 Ksi
AISI 6150 H.T. to 185 Ksi
Nitronic 60 C.D. 30%

The 6150 wire was used on the T139 track. The early T139 track wire was heat
treated to 150 Ksi and the last T139 wire was heat treated to 180 Ksi for the
purpose of increased wear resistance. The current track was Nitronic 60
stainless steel.

Pull tests were conducted on the T139 track blocks. The new wire breaking
strength of the 6 loop wire mesh used on the T139 program was:

Material Pult (6 1/2 Loops), lbs

6150 HT to 150 Ksi 18,000
6150 HT to 180 Ksi 23,000

The tensile capcity of the wire around the pin is effected by a stress
concentration factor. The equation for determining the stress in the wire is
caIculated as follows:
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--- P

pTU = NKT (2''/4 Dw 2) FTU
where:

PTU ultimate tensile capacity

N = number of wire loop

KT = stress concentration factor and distribution factor

DW = diameter of wire

FTV = ultimate tensile strength of material

Using the test data from the T139 track the appropriate stress concentration
and distribution factor can be determined as:

KT - PTU

N (I/2 Dw') FTU

For the 6150 wire heat treated to 150 ksi

K * 18000
6 (012 (.135)2) (150000)

* .699

For the 6150 wire heat treated to 180 ksi

K * 23000

6 (1/2 (.135)') (180000)

3 .744
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Use .74 for KT for new wire since the 150 ksi wire may have had notches and

score marks.

The nitronic tensile strength in the 30% C.D. condition is:

FTU = 161 ksi

Then the tensile capacity of the 6 and 9 loop wire mesh is then

PTU = NKt (41"/2 Dw2) FTU

For 6 loops

PTU = 6 x .744 (1l/2 .1352) 161000

- 20575 lbs

For 9 loops PTU ' 9 x .744 (11'/2 .1352) 161000

a 30860 lbs

Pins, End Connector and Mesh

I - .60- 

/

• -. 191

Find the allowabie load, using the above dimensions, on the pin. Calculate
both the shear stress and the bending stress. The pin material properties are:

"Uaterial of pin - 440C Rc 55-60

Fu " 285 ksi

F Su .577 x 285 - 164.4 ksi (von Mises-Hencky)



Allowable Load in Shear
PALL - FSU x 2 x 1T/4 Dp 2

= 164.4 x 2 x '/4 (.191)2

9421 lbs

Allowable Load in Bending

Assumption - pin can be treated as a beam problem with fixed
supports and center LOA

PP
tIL.

S1 P x .286 - .03575 P

Dp 4 0 (.191)4-
I .- 7- 64 6.53 x 64" 5 in4

C D DP/2 - .191/2 a 0.0955 in

F B Mc 0.03575 P x 0.0955

BU 6.53 x 10 5

FBU * 52.283 P

FTU - 285,000 ksi
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I F TU 235,000
all = 5 = 52.283

= 5451 lbs

Therefore, the total load carrying capacity of the inner and outer track
blocks based on pin strength:

For 6 Loops 6 x 5451 = 32706 lbs
For 9 Loops 9 x 5451 = 49059 lbs
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Female End Connectors
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Evaluate the tensile capacity of the female end connectors. Two areas are of
principle concern when under tension. These are the large and small hole
sides.

Large Hole Side

The method used for calculating the allowable load is identical for the inner
and outer connectors since the "equivalent lug" method is chosen. This is a
conservative method and should yield reliable results.

Outer End Connector

-%IV

o L

Actual Each half Since lug is eccentrically
lug takes equal load loaded the thinnest section

limits the strength. Use the
method In the Astronautic
Structures Manual, Vol. I

P/2 - Ke Kt Ftu At

P - 2 ke kt Ftu At
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where: Ke= e1 +e 2 + 2D el = .1975 D =.625e2 = .120

.1975 + .120 + 2 (.625)
Z(.lZu) + Z I.625)

kc = 1.052

k (from autro. str. man.)C

W/D = .865/.625 = 1.38

K2 = 0.98 x 1.0

At -2te 2 = 2 (.312) (.120) = .0749 in
2

P = 2 (1.052) (1.00) (150000) (.0749)

- 23638 lbs

Inner End Connector

P oo

C-I 2
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Actual Load divides Outer holes are eccentrically
lug equally loaded like the outer end

connector. However, the inner
is not eccentrically loaded and
has the least tensile area.

P = 3 Ke Kt Ftu At

where:

Kc = 1.0 center lug is not eccentric

kt - 1.0

A = 2 (.312) (.120) = .0749 in
2

P = 3 (1.0) (1.0) (150000) (.0749)

= 33705 lbs

Female end connector
Small hole side, outer

P Kt FTU At

Kt (from astonautic structures manual)

W/D a .5/.196 • 2.55

Kt - 0.94
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At = 6 x (W-D) (t) assume 6 hold load since end receive 1/2

the load as middle

At = 6 x (.5 - .196) (.130)

.2371 in2

P = (0.94) (150000) (.2371)

= 33,430 lbs

Female end connector

Small hole side, inner

Using the same method for the inner as used for the outer:

Kt = 0.94

At = 9 (W-D) (t)

= .3557

P = (0.94) (150000) (.3557)

= 50,153.7 lbs

Female End Connector Summary

Tensile Capacity

(Limited by large holes)

Outer 23638

Inner 33705
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Male End Connectors
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The tensile capacity of the small holes has been established in the female
connector analysis. The male connectors have more load carrying tang than the
female connectors and are therefore slightly stronger. The primary area of
structural concern is the male bosses on the connectors. The shear and
binding stresses are considered. The bolt tension will be considered.

BoL.7 .- 3-5-?4 (/AJF , 8 a E/'J-tiJ,, r

Recommended torque = 60 ft-lbs

T - 0.20 PL d

PL T m12 x 60 [in-lb]PL O20-xd'-"02 x 3/8 OFnT

PL = 9600 lbs

Determine the tension required to slide the end connector relative to each
other with the bolt preload applied. Assume a non-greasy surface with a
coefficient of friction of 0.78.

PL/Bolt - 9600 lbS

PT - .78 (9600) - 7488 lbs

This load must be overcome before the shear and/or bending load can be
applied. To be conservative, however, this friction will be neglected.
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Allowable load due to shear and bolt preload

/0 04[

_AS

The ~~ -ha tesadtetniesrsssol ecmie ofn h
allowable~~~~ P. Usn orscrlIh omuafrpicpesrs s

ftma f t+ (f/2)2+ f=

Fta ft + (ft/2)2 + fS2

Fs Ps As * -f ((.614)2 _ (.375)2)

- 5.3866 Ps

FT - PL 51724PSI

FUT + + ~~) (5.3866 PS)2

124137.82 a 6.688 x 108 + (5.3866 Ps) 2



Ps = 22540 lbs

Total load per boss is then

P/B = 7488 + 22540 = 30028 lbs

Allowable load due to bending and bolt preload

,,Mc . .-

M = PB x .312

C = .614/2 = .307

I = /64 (.614 4- .3754) = .0060

.312 PB (.307)

B .UU5

= 15.94 PB

fT - 51724 psi

FTU f fB + fT

150000 = 15.97 PB + 51724

150000 - 51725

* 6,162
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Male End Connector Summary

Tensile Capacity (pounds)

Outer 12,324

Inner 18,484

Tensile Capacity of Line Assembly

Tensile
Part Number Nomenclature Failure Mech Capacity (lbs)

40001-50 Line Assy, Out.
Wire Mesh Ultimate Tension 20575
Pins Bending 32706
Female End Conn. Tensile 23638
Male End Conn. Bending in Bosses 23804

12324

40001-60 Link Assy, Inn.
Wire Mesh Ultimate Tension 30860
Pins Bending 49059
Female End Conn. Tensile 33705
Male End Conn. Bending in Bosses 18484

30860

Track Assembly Tensile Capacity

PUT " 2 (12324 + 18484)

- 61616 lbs
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From Design Criteria

PT = 64,000

Ms = 61616 - 1 = 0.0373

Crossmember Analysis

Center Guide Lateral Capacity

From design criteria the load on the center guide is taken perpendicular to
the spike at a distance of 3/4 of the total center guide height.

P

/20 1 / 2SR

f Mc F 100 s
b - FTUZSO ks

M *P x 3.23 -3.23 P

C .94/2 - .47 in
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FTU =LPc - = Ftu I

P = 150000 x 0.0955 -9436.1 lbs
3.23 x .47

From design criteria PL = 7000 lbs

M.S. 9436.1 _ 1(uuu

- 0.348

Center Guide Bending Capacity

Assume worst ase bridging loading where the crossmember is supported by the

ends and the wheel load Is applied at the center of one of the bands.

A 1.92

S Fy 0 PAP6 P -2

PA (6.12 0.317 PW
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Bending at A-A

Moment

M AA ' pA (16.92 - 4.55)

= .3617 Pw (16.92 - 4.55)

=4.474 Pw

Section Properties at A-A

Vertical C.G. Location

Item Area In2  Z-i Az i

2.22 .555 -0.1360

A -.1825 .745 -0.1360

8 -.81 .405 -0.3781

C -.1825 .74S -0.1360

A 1.045 Az a.6319

Ai
7. -~ .6097 in
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Area Moment of Inertia

Item Area (in2) Z - z (in) A(Z-Z)2 (in) Ix in4

2.22 .0497 .00548 0.2279
-.1825 .1403 -.00359 -0.00810

B -.81 .1997 -.0323 -0.0443
C -.1825 .1403 -.00359 -0.00810

Ad2  -0.034 I = 0.1674

I = Ad2 + I

= -0.034 + 0.1674

= 0.1334 in
4

C = 7 = .6047 in

f Mc
b I- ALL =FUT

F 4.474 Pw cFUT " I

Solving for Pw

Pw FUT I
4. 474 c

150000 x 0.1334
4.474 (.6047)

7396 lbs
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From Design Criteria

Fv = 10,600 lbs

7396MS =T - 1

= -0.302

Crossmember has a negative margin of safety under worst case loading condition.
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Appendix D

Wire Link Track Weight analysis - 17" Wide

Comparison to:
T130E1
XT-150
M70
T138
T139 (15")

Track Component Weights

Weight, lbs

17-inch
Component T-139 Band Track

Deep Tread Section 2.08 2.80
No-Tread Section 1.66 1.66
Cross Members 6.97 7.46
Bolts 0.31. (eight each) 0.388 (ten eacO)

1 & 2 - see calculations for calculations
which support each estimate

Item 1

Width of T-139 deep tread section width - 2.56 In.

Width of 17 inch band track deep tread section width • 3.44 in.

3.44 - 2.56'=. 56 - •.344

Weight of 17 inch band track deep tread section

2.08 [lbs) x 1.344 * 2.80 lbs
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Item 2

Area = 1.5 x 1.17 - 2 (.25) (.79) - (1.0) (.36) = 1.0 in2

Volume = L x A = 1.73 x 1.0 = 1.73

W= e x V = .283 x 1.73 = .490 #

Pitch Weight
Length Per Pitch Number Req. Weight Installed

Track in. lbs M113 ATR M113 ATR

T-130 6 21.0 136 2667 2858
XT-150 6 23.5 136 2985 3196
T-139 5.8 14.76 138 1934 2037
17 in. Band 5.8 16.77 138 2197 2314

Weight Savings Summary

Weight Savings, LBS

M113

T-130 vs XT15O -318
T-130 vs T-139 733
T-130 vs 17 in band 470

ATR

T-130 vs XT150 -340
T-130 vs T-139 819
T-130 vs 17 in band 542
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Added Component Weights

Additional Components Required

o Extended Hub Bolt
o Hub Spacer
o Idler Extension
o Road Wheel Extension
o Sprocket Tires
o Sprocket Spacer

Extended Bolts

Bolt Extension

One inch extension required on each road wheel hub and idler hub.

8 bolts/hub
10 road wheel hubs
2 idler hubs
.625 in. bolt diameter
bolt material - steel

WBolts = (9 x 4 L xlr/4 (D)2) (NRwH + NIH) (NB/H)

a (.282 x 1 x /4(.625)2) (10 + 2) (8)

- 8.31 lbs

Hub Spacer

Y -TFL

V .1/4 (82 - 5.252) + .1065 (5.0))

- 30.29 in 3

Wc - e V - .100 x 30.29 - 3.029

A
2.



NREQ = 12

Wt = Wt/hub x NREQ

= 3.029 x 12

= 36.35 lbs

Idler Extension

4 extension rings required

V/ring = 'd/4(L) (Do
2  - Di2

- I= - /4 (.865)(17.252 - 16.442)

= 18.54 in3

16 A& Wt/RING = .282 (18.54)

= 5.23 Ks

SWt = 4 Wt/RING

Asr svrf&( w 4 (5.23)

= 20.9 lbs
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Road Wheel Extensions

74,00

Rubber Specific gravity
Natural .96 - .92

.. .91 - 1.34

Existing M113 Modified M113 Water = 62.4 lbs/ft3

Road Wheel Road Wheel
1.5 x 62.4e RUBBER "--'Vzo- 0.054

The road wpeel modification increases the aluminum and the rubber at the rim.
An increased wheel width is .875 inches.

Volume/wheel (AL) • 'W/4(21.942 - 21.192) x .875 * 25.41 in3

Volume/wheel (rubber) - Wr/ 4(242 - 21.942) x .875 * 65.04 in3

Wt/wheel - PRUBBER V/WHEEL(RUB.) + PAL V/WHEEL (AL)

a 0.054 x 65.04 + 0.1 x 25.41

a 6.05 lbs

Wt - 24 x 6.05 - 145.3 lbs

n-;.



Sprocket Tires

Inner Tires 3.f

IL
IS 3.38 /74.1

Volume ='W/4[(15.62 2 - 13.382).84 + (17.412 - 15.622)3.5

- (16.662- 15.622) 1.5)

= 165.83 in
3

w t P x

a .282 x 165.83

* 46.76 lbs

Outer Tires

Voum W-/4 (( 2 .54)(1 11. 12 -16.412)5(V6)(16.41 -13 )]

a 114.73 in3

"--"

6 wt  p x v
• /3.0m .282 x 114.73

.... - 32.35 lbs
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Sprocket Tires

Ninner (REQ) = 4

N outer(REQ) = 4

Weight = 4[46.76 + 32.351

= 316.45 lbs

4.! 1

Volume -1I'/4 (6.382 - 3.382)

- 23.0 in
3

Weight - .282 x 23.0

- 6.486 lbs

Weight/Vehicle - No. Req x Weight

* 2 x 6.486

* 12.97 lbs



Vehicle Modification Weight Summary

Total Weight, LBS
Extended Hub Bolts 

8.31Hub Spacer 
36.35Idler Extension 
20.90Road Wheel Extension 

145.30Sprocket Tires 
316.45Sprocket Spacer 
12.97

540.28

D-8 A



Appendix E

Wire Link Track Laboratory Test Plan

1.0 INTRODUCTION

1.1 Overview and Test Objectives

A 17 inch wide, lightweight, improved performance band track for
a 14-ton amphibious vehicle is being developed by AAI Corporation under
contract to the David Taylor Naval Ship R&D Center; Contract No. N00167-82-
C-0149. The track is based on the T139 track which was designed, fabricated,
and tested by AAI for the U.S. Amy Tank-Automotive Command under Contract No.
DA-36-034-ORD-3191.

Information learned from the previous track development program'
has been used to improve the design. The modifications to the T139 track
design are as follows:

1. Track width increased from 15 inches to 17 inches.

2. Width of inner track bands increased by .865 inches.

3. Crossmember lengthened to 17 inches.

4. Metal component materials changed for added corrosion
resi stance.

Component T-139 17-Wide Band

Wire Mesh Coil AISI 6150 Nitronlc 60
Pin AISI 8640 4406
End Connector AISI A 4330 15-5 PH
Crossmember AISI 4330 4330, 15-5 PH
Spacer 2024-T3 5086-H32
Bolt Grade 8 A-286

S. Headed pins with improved snap rings are used to prevent pin
migration.

6. Larger radius on bosses, larger contact area, and improved
heat treat to prevent fractures of end connector.

In order to demonstrate the feasibility of the 17 Inch band
track design a laboratory test is required. The evaluation objectives of the
laboratory test are the following:

1. Track Assembly Interface
2. Vehicular Modification Interface
3. Structural Integrity of Vehicle Modifications
4. Metal Coil/Pin Wear
5. Resistance of Molded Rubber to Cracking
6. Heat Buildup in Links
7. Effect of Variations in Track Tensioning
8. Effect of Saltwater on Track Components
9. Stainless vs Alloy Steel Crossmember Performance Comparison
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The rubber compound which was used on the final T139 track
tested was Standard Products natural rubber R281. This rubber performed
successfully during field tests at Aberdeen Proving Ground. Therefore, the
same compound which was used on the T139 track was selected for use on the 17
inch band track. However, the exact ingredients for this compound are no
longer available in large quantities. Substitution can be made to arrive at a
compound that closely matches the R281 used in 1964. Since the performance of
the modified compound is uncertain small quantities of the original R281
compound, the modified R281 compound and a promising alternate compound R230,
will be fabricated. Laboratory testing will be used to select the rubber
compound to be used on the full scale vehicle test track.

The results of the laboratory testing will be included in the
Monthly Progress reports and will be formally presented in the Final Technical
Report data item A007.

1.2 Description of the Laboratory Test Machine

To meet the objectives listed in paragraph 1.1 a laboratory test
machine has been fabricated. The test machine is a simple structure which is
designed to mount both a final drive unit and an idler assembly from a M113
vehicle. Twenty-two sections of the 17 inch wide band track can be mounted
around these two suspension elements. The final drive input is a hydraulic
motor which Is driven by an electrically driven hydraulic power unit. The
power unit has the capability for a maximum oil flow of 41 GPM. This flow
will allow the hydraulic motor to drive the sprocket at a speed of 544 RPM.
The track tension is controlled by linking a hydraulic cylinder to the idler
assembly. A "shop air over oil" pressure intensifier is used to provide
hydraulic pressure from 0 to 3000 psi to the hydrualic cylinder. The maximum
resulting track tension is 7400 pounds. The number of idler wheel revolutions
experienced during testing will be measured with a truck tire hubodometer. To
obtain the number of revolutions of the idler from the mileage reading,
multiply the number of miles by 973.

1.3 General Test Procedure and Rationale

The laboratory testing of the 17 inch wide wire link track is
accomplished by driving the track at one controlled speed and tension for a
minimum of 7 hours per day. At night, when the machine is not rotating, the
tension will be maintained. During this shut-down period a select portion of
track will be exposed to saltwater. The specific data concerning the testing
and evaluation details will be obtained as specified in paragraph 2.0.

There are three goals for the selectien of test machine operat-
ing speed and tension. Firstly, the speed and tension should be related to
the actual vehicle operating conditions. This will insure that the severity
of the test is of the correct order of magnitude. Secondly, the operating
point should be related to the previously obtained test data from the T139
development program. This permits data correlation between old and new test
data. The final objective is to provide a simple testing procedure that is
easily controlled to maximize data reliability. For this reason, only one
specific speed and three tension settings have been selected. This permits
the machine to operate without requiring a full time technician thereby
reducing the cost of test operation.
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The primary consideration in selecting the type of saltwater
environment used on the test machine is the desire for a comparison of track
performance with and without saltwater. For this reason only a select pre-
determined portion of track will be subjected to saltwater. This will be
accomplished at night, when the machine is not rotating. During this period,
saltwater will be pumped into the base of the test machine such that the
bottom strand of track blocks are ,nersed in the water while the upper strand
is unaffected. During this time the track tension will be maintained.

1.3.1 Track Speed Selection

Since the test machine will be operated at only one speed care-
ful attention is given to the speed selected. A high rate of speed is desired
to provide both accelerated flexing of the rubber molding and the pin to wire
interface. Flexing of the rubber allows the evaluation of heat buildup.
Flexing of pins and wire influences the wear of these components. Therefore,
the number of flexures per unit time is the primary speed control parameter.
To relate the test machine to an actual vehicle speed the following
relationship is used:

Flexures(Test Machine) . Flexures(Vehicle)

Hour Hour

It has been conservatively assumed that 7 flexures occur per
revolution of the track on an M113 vehicle. That is, one flexure is con-
sidered to occur at each of the five roadwheel stations, at the rear idler,
and at the drive sprocket. In one track revolution the M113 vehicle moves
31.42 feet. Then:

7 flexures - 31.42 feet traveled
or 4
1 flexure - 8.50 x 10- miles traveled

On the test machine, 2 flexures occur per track revolution.

Then, 2 flexure occur in 2.157 revolutions of the sprocket wheel or:

1 flexure - 1.078 revolutions of the sprocket

It is now possible to directly relate the speed of the sprocket
to an equivalent vehicle speed. The relationship is derived as follows:

Flexures(Test Machine) Flexures( Vehicle)

Hour Hour

Substituting the distance the vehicle travels per flexure yields:

Flexures (Test Machine) 8.50 x 10 4 miles

Hour Hour
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Substituting the revolutions of the sprocket per flexure lields:

1.078 Revolutions of sprocket = 8.50 x 10- 4 Mile

Hour Hour

or

.0180 RPM - 8.50 x 10-4 MPH

cr

1 MPH = 21.143 RPM

Based on the relationship above, the T139 track laboratory tests
were performed at an equivalent vehicle speed of 25-30 mph. This is con-
sidered a rapid cruising speed and therefore is a valid speed for evaluating
heat buildup and pin/wir? wear. Therefore, a speed equivalent to 26 MPH has
been selected for the test machine. To obtain an equivalent speed of 26 MPH
requires a sprocket speed of 530 RPM which is within the capabilities of the
test setup.

Since the hubodometer mounted to the idler wheel on the test
setup Is calibrated to read one mile every 973 wheel revolutions, a conversion
factor to determine equivalent vehicle mileage is required. Therefore,
multiply the reading by 0.7569 to obtain the equivalent vehicle mileage. This
factor considers the relationships between flexures and sprocket revolution
together with the relative pitch diameters of sprocket and idler wheels.

1.3.2 Track Tension Selection

The purpose of applying track tension on the laboratory test
track is to simulate tractive effort which primarily affects pin/wire wear.
According to data obtained from the FMC Corp., the average operational track
tension on the MI13Al is 4000 pounds. A 4000 pound tension translates to a
133 pound load per wire mesh coil loop. This is very close to the tension
used on T139 track tests which were loaded 137.5 pounds per wire mesh coil
loop. Futher, an analysis of the theoretical tractive effort with static
tension considered show that a 4000 pound tension is the maximum obtainable at
26 MPH. Figure 1.3-1 shows the results of the theoretical track tension study
along with the test machine :apabilities. For these reasons the tension
selected at the start of testing is 4000 pounds requiring 1630 psi fluid
pressure in the hydraulic cylinder. After 1000 equivalent vehicle miles the
track tension will be increased to 5500 pounds requiring 2241 psi fluid
pressure. The machine will be run at this tension for another 1000 equivalent
vehicle miles. Then for the remainder of the testing, the track tension will
be increased to 7400 pounds requiring 3000 psi. It is anticipated that the
machine will be run 2000 equivalent vehicle miles at the 7400 pound track
tension.

1.4 Test Specimen Description ano Condition

The track components which were tabricated for the laboratory
test have been inspected and have several deficiencies which are mentioned
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below. None of these deficiencies are anticipated to degrade the performance
of any of the components. However, corrective action has been taken to insure
that the components used for the full scale vehicle track do not have these
deficiencies.

The wire mesh links have been formed successfully from Nitronic
60 30%CD. Several improvements involving an improved pin to wire fit are
being evaluated. The improvements involve increasing the stretchir load,
thereby producing a more flat coil. Samples of these coils molded in blocks
will be included in the test.

The end connector castings have been inspected and dimensionally
approved with the exception of one area. Rejection of many parts was
experienced due to overgrinding when removing the casting sprue. A grinding
fixture was not used, thereby causing the part to be overground. Forty (40)
unusable parts were returned to the vendor. The remedy for this problem will
be to use a grinding fixture on the next quantity. Additionally, non-ferrous
shot peening material will be specified to prevent iron from being impregnated
into the surface of the connectors. The quantity of end connectors remaining
will permit 72 inner and outer limits to be assembled for rubber molding
purposes.

The spacers were too long in overall length. The length was
reduced at AAI on a mill for the test machine quantity. The balance of the
spacers required for the test track have been returned to the subcontractor
for corrective action.

The full order, for lab and full scale test, of pins have been
delivered to AAI. Many did not meet the required straightness tolerance and
all pins were delivered with cracked heads. The cold formed heads cracked
during forming. These cracks may lead to stress corrosion cracking. Although
these heads are not load bearing, the condition is undesirable and therefore,
3500 pins were returned to the subcontractor for replacement. Enough pins
were retained at AAI to permit the laboratory testing of 72 inner and outer
track blocks. AAI is working with the subcontractor in order to fabricate the
cold headed pins without cracked heads. Double annealed wire is being
procured by the subcontractor for the replacement pins since the wire on hand
is not fully annealed. Consideration is being given to modifying the heading
die to improve formability. Potential alterations are a smaller head
diameter, a greater head thickness and a larger radius under the pin head.
Attention will be given to any modification to insure that the performance of
the pins will in no way be compromised.

All parts have been physically assembled to form link
assemblies. The only problem experienced was that .he wire mesh twisted when
fitted into the end connectors. This problem has been corrected with a simple
post twisting operation.

Sample stainless crossmember castings have been received and are
generally acceptable for lab test purposes. A total of 25 of these cross-
members are being made with 10 carbon castings to follow for incorporation in
the test.
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Three natural rubber compounds will be evaluated on the
laboratory test machine. These are the original Standard Products R281, a
modified Standard Products R281 and a Standard Products R230 compound. Only a
limited supply nf the ingredients required to make the original R281 is
available. Therefore, an elternate compound must be found. Substitutions can
be made to arrive at a modified R281 compound that will closely match the
performance of the modified R281. Since the performance of the modified R281
compound is unknown a promising alternate compound R230 will also be tested.
The R230 compound is the same compound that Standard Products uses for track
pin bushing materials. Standard Products will provide a detailed physical
properties comparison to aid in selection of the proper track compound.
Rubber molded parts have not been received so the condition of these parts
will be reported in the test report.

1.5 Distribution of Track Variables on the Test Machine

The quantity and placement of the track variables will remain
consistent through the duration of the track test. Each part mounted on the
machine will be serialized in order to identify the variables in each one.
Figure 1.5-1 shows numbers which will be assigned to each section and
crossmember. The serial numbers will be stamped on the female end connectors
of each track block for positive identification. Additionally, since the
stamped number is not visible when the track is assembled, the number will be
painted on the outer tread for visual identification. The crossmember will
also be stamped on the center guide for a positive identifier. Paint will
also be used for quick visual identification. The test track will be stopped
at the point shown in the Figure when the saltwater is introduced in the
bottom of the test fixture.

The physical variables considered in the laboratory test are:

1. Three different rubber compounds;
2. Two different crossmember materials;
3. Two types of wire mesh (standard and tight weave).

In addition to the physical variables, one installation variable
will be evaluated. The direction of one type end connector will be oriented
towards the direction of the track rotation for the inner and outer track band
on one side of the center guide. The direction will be reversed for the other
two track bands on the opposite side of the center guide.

The distribution of the track variables is shown in Table 1.5-1.
The serial numbers in the table refer to Figure 1.5-1. The rationale for this
arrangement is to assure that at least one test sample of each variable Is
positione. to provide data on sections immersed in saltwater to those not
subject to saltwater immersion.
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Table 1.5-1 Track Test Specimen Distribution

Serial Number Wire Rubber Crossmember Material

1 TIGHT R281 15-SPH

2 STD Old R281 15-5PH

3 STD Old R281 4330

4 STD R281 15-5PH

5 STD R281 4330

6 STD R281 4330

7 STD R281 4330

8 STD R281 4330

9 STD R281 4330

10 STD R281 4330

11 TIGHT R281 4330

12 TIGHT R230 4330
S

13 STD Old R281 4330

14 STD Old R281 15-5PH

15 STD R281 15-5PH

16 STD R281 15-5PH

17 STD R230 15-5PH

18 STD R230 15-5PH

19 STD R230 15-5PH

20 STD R230 15-5PH

21 STD R230 15-5PH

22 STD R230 15-5PH
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2.0 TESTING AND EVALUATION DETAIL

2.1 Track Assembly !nterface

2.1.1 Objective

A proper track assembly interface is required to insure good
wear characteristics. Assembly interface concerns both the relationship
between each of the link assembly components and the rubber molded blocks to
each other as well as to the crossmember.

2.1.2 Data Required

The critical interfaces on the link assembly which will be
evaluated will be:

1. Wire mesh to end connectors
2. Wire mesh to pins
3. Spacers to wire mesh and pins
4. Pins to end connectors
5. Pins to snap ring

The final track assembly interfaces which will be evaluated will
be:

1. Crossmember to rubber molding
2. Molded block to adjacent molded block
3. Bolt to crossmember and molded blocks

2.1.3 Data Acquisition Procedure

All components of the wire link track will first be reviewed by
the AAI Corp. Inspection Department. This will determine if the components
match the drawings. The engineer will inspect all interfaces and record the
observations. Inspection tools will be used when necessary.

2.2 Track Installation Interface

2.2.1 Objective

The proper mesh of the track with the drive sprocket will insure
that the crossmember will wear properly and that the track will not be thrown.
Track engagement and disengagement with the sprocket are two areas of major
concern.

2.2.2 Data Required

Three interface conditions occur between track and the drive
sprocket. These are: sprocket driving, sprocket idling, and sprocket
braking. Engagement and disengagement in these three conditions should be
evaluated.
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2.2.3 Data Acquisition Procedure

High speed films can be taken showing the track engagement and
disengagement in the sprocket driving, sprocket idling and sprocket braking
conditions. The sprocket idling condition can be evaluated with the track
test machine operating at a constant speed. The sprocket driving condition
will be evaluated with the sprocket accelerating the track. The bLaking
condition will be evaluated with the sprocket decelerating the track. How-
ever, since driving and braking torques will be low, the results may not
depict the actual field conditions.

2.3 Interface and Structural Integrity of Vehicle Modifications

2.3.1 ObJective

The test machine uses the same suspension modification
components as the actual vehicle test bed.

These are:

1. Idler/Road wheel hub spacer
2. Sprocket Wheels
3. Sprocket Tires
4. Sprocket Spacer

The fit of these components will be evaluated at installation.
The structural integrity of the idler/road wheel attachment arrangement will
be evaluated on the laboratory test machine. The addition of the one inch
thick spacer has moved the wheels away from the wheel hub mounting flange.
This displacement from the wheel hub has permitted the wheels to come away
from the hub pilot diameter of (5.245/5.237) inches. Therefore, the proper
location of the wheels must be maintained with the mounting bolt clamping
forces. The maximum test track tension will be 7400 pounds resulting in a
radial force through the wheel Joint of 14800 pounds. This load exceeds the
maximum anticipated road wheel impulse loads and is therefore a valid measure
of the Joint strength.

2.3.2 Data Requirement

A proper interface between all the vehicle modification
components must be established.

The idler/road wheel hub spacer modification is of primary
structural concern. Slippage of the wheel on the hub spacer will constitute
failure of design. The wheel must remain on center.

2.3.3 Data Acquisition Procedure

The interface of the suspension modification components will be
evaluated at the assembly of the test machine. A description of all
interfaces will be recorded.
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The structural integrity of the idler/road wheel hub spacer will
be evaluated at the conclusion of laboratory testing. Slippage of the idler
wheel on the spacer will be determined by using a dial indicator. The track
will be removed and the wheel will be rotated with a dial indicator reading
the variations in wheel diameter. The idler wheels are installed on the test
machine such that this reading is +0.010 inches at the beginning of testing.

2.4 Metal Coil/Pin Wear

2.4.1 Objective

Wear of the wire mesh coils on the pins was one of the major
factors influencing track failures of early T139 tracks. Excessive wear
causes track stretch and reduces the load carrying capacity of the track.
Through extensive laboratory and field tests the wear problems of T139
elements was overcome. Laboratory and field tests correlated well. Stainless
steel materials have been substituted for the original T139 materials to
improve the saltwater corrosion resistance. The principal factor used in the
selection of a stainless steel concerned the wear resistance properties. The
materials selected have a high level of wear resistance. The laboratory test
machine will be used to evaluate the wear of the pins and wire. More wear
will be apparent on the wire mesh coils since the wire is the softer of the
two metals. This wear is expected to be most pronounced at the interface with
the end connectors.

2.4.2 Data Required

Track stretch and tensile strength of the track as a function of
time or test miles is required.

2.4.3 Data Acquisition Procedure

To determine track stretch, measurements of the pitch length of
each of the track sections will be made at approximat 'y 200 mile intervals
with the track under tension. This data along wihn the mileage will be
recorded in a daily log. The pitch length will be checked by measuring the
distance between adjacent crossmembers. The crossmember will have reference
points on top of each lug which will be used for the measurement.

Destructive testing will be used to determine the tensile
strength of the track at various stages of testing. Pull testing will be done
at the following equivalent mileages with the rubber intact: 0, 1000, 2000,
3000, and 4000 miles. The quantity of samples to be pulled will be dictated
by the number of spares available. The following section serial numbers will
be removed from the test machine at the appropriate mileages:

M1.ea~e_ Serial Numbers

0 two each, untested samples
1000 5
2000 6
3000 7
4000 1,8,11,15,16
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Each block on the sections removed will be pull tested. The sections will be
replaced with new track blocks which have the same wire and rubber materials
as the ones removed. Replacements are not required for the sections removed
at an equivalent mileage of 4000, since 4000 miles will conclude the
1 aboratory testing.

2.5 Resistance of Molded Rubber to Cracking

2.5.1 Objective

Cracking of the molded rubber was another of the major factors
which contributed to failures of the early T139 track. Cracks in the rubber
allow abrasive materials to enter the wire mesh/pin interface thereby
accelerating wear. Once cracks form the track life is short. The final
rubber compound R281 together with the curved block design solved the cracking
problem on the final T139 track test. After 1000 miles of field testing at
APG no evidence of cracking could be found.

Three rubber compounds will be tested. These are:

1. R281 (same as used in 1964)
2. R281 (modified)
3. R230

The laboratory test machine data will be used to determine the
proper compound for the full scale vehicle field test. The distribution of
the rubber compounds on the test machine is shown in Table 1.5-1.

2.5.2 Data Required

Evidence of crack initiation and growth will be recorded in the
daily log.

2.5.3 Data Acquisition Procedure

At the completion of each test day the observer will carefully
inspect each track block of each section. The condition of each will be
recorded.

2.6 Heat Buildup in Links

2.6.1 Objective

Heat buildup in the rubber molded links can lead to hot tearing,
chunking, and blowouts. For this reason, the heat buildup in the links for
each of the rubber compounds will be evaluated in order to address these
problems.

2.6.2 Data Required

The temperature will be measured at several locations on
selected inner and outer track blocks. Serial numbers 2, 4, and 22 will be
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the sections used to measure heat buildup in the old R281, R281, and R230,
respectively.

Heat buildup will be measured at the start of testing to measure
break-in temperatures, at 600 miles to measure temperatures under 4000 pounds
track tension, at 1600 miles to measure temperatures under 5500 pounds track
tension, and at 2600 miles to measure temperatures under 7400 pounds track
tension.

2.6.3 Data Acquisition Procedure

A pyrometer will be inserted into the pre-drilled holes in the
test specimens. The temperature in these areas will be recorded.

2.7 Effect of Variations in Track Tensioning

2.7.1 Objective

As discussed in Section 1.3.2, the track tension will be
adjusted as follows:

Mileage, Miles Track Tension, LBS

0-1000 4000
1000-2000 5500
2000-4000 7400

Pin and wire wear will be recorded as specified in Section 2.4. It is
expected that the increases in track tension will impact the pin and wire wear
rate. It is also recognized that the track tensions above 4000 pounds are
much higher than would be realized on an M113 vehicle at the flexing speed of
26 MPH.

2.7.2 Data Required

Recording of the track stretch and growth at the higher track
tensions is required. Any other observations will be recorded.

2.7.3 Data Acquisition Procedure

The track pitch length will be mcasured in accordance with the
procedures outlined in 2.4.3.

2.8 Effect of Saltwater on Track Components

2.8.1 Objective

The effects of saltwater on the wire link track is unknown. For
this reason a comparison between components exposed and not exposed to salt-
water is desired. A pan located in the bottom of the test machine will be
used to subject a select portion of track to saltwater each night. The serial
numbers subjected to saltwater will be 10 through 1g.
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2.8.2 Data Required

No specific data is required for this test and evaluation. How-
ever, all other data will be affected by the saltwater.

2.8.3 Data Acquisition Procedure

The data obtained concerning wire/pin wear, rubber cracking and
crossmember wear will be influenced by the saltwater exposure in track
sections 10 through 19. Therefore, the data will serve as a measure of the
effects of saltwater on the track component and no additional data is required.

2.9 Stainless vs Alloy Steel Crossmember Performance Comparison

2.9.1 Objective

The performance of sta!nless and alloy steel crossmembers will
be evaluated on and off of the test machine. Track lug wear and crossmember
strength is of particular interest.

The degree of lug wear is of little importance on the test
machine since the driving force is small. What is important, however, is the
comparison of wear performance of the stainless versus alloy steel crossmenter.

2.9.2 Data Required

Crossmember lug wear and bending strength is required.

2.9.3 Data Acquisition Procedure

The crossmember lug wear will be recorded in the daily log.
Photographs and micrometer readings at 0, 1000, 2000, 3000 and 4000 miles of
equivalent vehicle travel will be taken. A vertical cross-section of the
crossmember at the drive lug will be cut at the end of 4000 miles to compare
the wear of the 4330 crossmember to the 15-5 PH crossmember. A shadograph
will be used to record the profile of the lugs.

The bending strength will be evaluated through destructive
testing of the cross$.nfer. Stainless steel crossmembers S/N 1, 2, 15, 16 and
the carbon steel crossmembers S/N 5, 6, 12, 13 will be tested under a bridging
load in the laboratory. A load deflection curve will be obtained from this
test.

3.0 Test Schedule

The test schedule based on equivalent vehicle mileage appears as
Figure 3.0-1. It is estimated that at a rate of 26 mph (the equivalent
vehicle testing speed) and assuming an 6 hour day, 156 miles can be run each
day. Four thousand miles can therefore be reached in 26 days from the start
of testing.
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Appendix F

Wire Link Track Laboratory Test Results and Analysis

Preface

The AAI Engineering Report No. 13006A, "Laboratory Test Plan of
Improved Performance Band-Track Components" provides detailed information
concerning the laboratory test. Included in ER-13006A is a discussion of the
objectives, the testing machine, the testing rationale, and the test
procedures. The information contained in ER-13006A is essential to the
interpretation of the test results which are presented in this report and
should be reviewed prior to reading this report.

1.0 Status Summary

The laboratory testing of the wire link band track components
was begun on November 8, 1983 and completed on December 12, 1983. During this
time, the wire link track components completed 1050 equivalent flexure miles
at a constant speed of 27 MPH with a constant track tension of 4000 LBS. One
thousand fifty equivalent flexure miles corresponds to 1,192,000 flexings of
each rubber block in the test loop and 596,000 sprocket engagements with each
crossmember. At the conclusion of testing, the following general comments
concerning the condition and performance of the track components are noted:

1. The pitch length of each track section was closely monitored
during the laboratory testing. At the conclusion of testing, the average
pitch length w~s 5.92 inches which is a growth of 0.11 inches.

2. Of the three rubber compounds tested: Old R-281, New R-281
and R-230 all experienced rubber cracking failures with the Old R-281
performing the best.

3. The overpitched sprocket caused accelerated wear of the
crossmember driving lugs. The stainless steel crossmembers wore at 3.8 times
the rate as those made from carbon steel.

4. Due to the short duration of testing, little concerning

saltwater exposure was determined. Only surface rust has been detected.

2.0 Deviations From Test Plan

During the course of the laboratory test it was necessary to
omit several procedures. These omissions were as follows:

1. Concluded testing at approximately 1000 equivalent miles.
The test plan provided for a total test mileage of 4000 miles.

2. The track tension was never increased above 4000 pounds.
The test plan specified that the track be run at a tension of 4000, 5500, and
7400 pounds.

3. High speed films of the sprocket engagement were never taken.
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4. Destructive testing of the crossmembers was never performed.

5. Sectioning of the drive lugs of the stainless and carbon
steel crossmembers was not done.

3.0 Results and Analysis of Evaluation Details

3.1 Track Assembly Interface

3.1.1 Results

All critical interfaces on the link assembly were evaluated
prior to delivering these components to Standard Products Co. to have them
molded in rubber. All interfaces on the link assemblies were found to be
acceptable.

The final track assembly interface was evaluated after the link
assemblies were molded into rubber and after the crossmembers were machined.
Due to excessive warpage of the crossmember the rubber molded blocks
interferred with the crossmember at assembly.

Several incidences of bolts galling inside end connectors were

also recorded during installation and removal of the bolts.

3.1.2 Analysis

The crossmember warpage problem was analyzed in detail in order
to determine a short tern solution for the laboratory test machine quantity.
Modifications to the sandcasting drawing will be made in order to eliminate
excessive warpage in the production quantity.

The warpage of the crossmember was a result of unbalanced
shrinking of the metal during the casting process.

The short term solution for the laboratory test quantity of
crossmembers was to machine the sides of each crossmember as shown in Figure
1. On some crossmembers this clean-up operation was minimal. On severely
warped crossmembers a large amount of metal was removed.

To avoid galling of the stainless steel bolts in the stainless
steel end covnectors. a," anti-galling compound was applied to the bolts. Five
out of two hundred thirty bolts still had galling problems. The threads in
the end connectors were retapped and new bolts were inserted with no further
problems. On no occasion did any of the bolts on the test machine work
themselves loose.

3.2 Track Installation Interface

3.2.1 Results

The meshing of the track with the drive sprocket was very rough
at the beginning of testing. The meshing progressively got smoother and
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smoother as the track approached perfect pitch. The sprocket meshed on the
leading side of the crossmember. Initially silicone grease was used to help
the track slide on the support tires. To further minimize excessive cross-
member drive lug wear, the sprocket support wheel diameter was reduced. This
greatly improved sprocket mesh.

3.2.2 Analysis

To understand the meshing problem encountered on the laborat.ory
test machine a brief discussion concerning sprocket design is provided. The
wire link track sprocket wheels and support tires are designed to provide 0.10
inch underpitched track. In this case, the sprocket teeth are spaced 0.1 inch
further apart than the unworn track. This pitch relationship changes with
times as wear increases the track pitch. In effect, an initially underpitched
track will pass through the condition of correct pitch and continue to
increase in pitch as a result of wear and become overpitched.

Consideration must also be given to the conditions of sprocket
driving, sprocket idling (or slack track), and sprocket being driven by the
track (or braking - due to such actions as steering, deceleration, and descend-
ing a slope). These various conditions will be discussed in more detail for
the underpitch track.

A sprocket starting to drive an underpitched track encounters no
difficulty at the beginning of contact since the arriving link fits easily
into a tooth space and is free to gradually slip backward in the tooth space
and contact a driving tooth face as the sprocket rotates.

The relationship of an underpitche'd track on a sprocket not
subject to tractive effort is somewhat different since the track is slack.
With a slack track the track drive lug floats freely in between the teeth as
the sprocket rotates.

The condition with the sprocket braking is most severe. The
arriving link contacts the rear face of a sprocket tooth at a considerably
reater radius than is normal. The only available force to counteract this
i.e., pull the link toward the tooth root) is the tension on the slack side

of the track minus the friction component. As any one link slides out to a
larger radius, the amount of underpitching is exaggerated. Each succeeding
link tends to slide further toward the tooth tip.

The track on the test machine simulated the sprocket braking
condition. This is due to the high sliding friction of the rubber on steel.
The tooth force required to slloe the track on the support wheel with a 4000
pound track tension is:

e fO .35
Pi a P2

.35 IT
* 4000 e

* 12000 LBS
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To reduce this force, silicone grease was applied to the track
and the sprocket support tires were reduced in diameter to provide a 0.05 inch
underpitch track rather than a 0.10 inch.

3.3 Interface and Structural Integrity of Vehicle Modification

3.3.1 Results

All vehicle modification components were easily installed. The
idler wheel concentricity was checked using a dial indicator. At the
beginning of testing the inner wheel was concentric +.010 inches while the
outer wheel was concentric +.020. This was checked-at the conclusion of
testing and found to be the same.

3.3.2 Analysis

It can be concluded that all vehicl,? modification parts per-
formed well and no structural modifications are required.

3.4 Metal Coil/Pin Wear

3.4.1 Results

Three indications of metal coil/pin wear were recorded. These
were: 1) pitch length growth, 2) tensile testing, and 3) physical inspection.

The pitch length was measured at the end of each testing day.
Figure 2 Is the average pitch growth as a function of hubodometer miles. to
obtain equivalent flexure miles from hubodometer mileage multiply by .7569.

The pitch length was measured in two locations on each section.
These measurements were taken across the inboard and outboard sides of the
track. The measurements showed that the inboard track band grew more than the
outboard side. At a hubodometer mileage of 600 miles, the track was reversed
so that the inboard band moved to the outboard side. This was done to extend
the life of the crossmembers which had experienced excessive wear on the drive
lug. Figure 3 shows the relative pitch growth of the inboard and outboard
bands for both standard and tight weave wire mesh blocks. The tight weaved
wire experienced less pitch growth than the standard wire. Band A, from the
fiture, was installed on the inboard side at the start of testing then was
switched to the outboard side as described above.

Destructive tensile testing was performed on new and worn rubber
molded track blocks. Pull tests were also performed on the end connectors.
Appendix A contains the complete data from the pull tests conducted by
Penniman and Browne, Inc., an independent testing laboratory. Table 1 below
is a suwary of the findings:
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Table 1 Tensile Tost Summary

Track Blocks

Hubodometer Cracking Ultimate
Block No. Block Width Length, In Mileage Load, LBS Load, LBS

New Narrow 5.81 19,750 20,675
New Wide 5.81 30,500 31,100
23D Narrow 5.86 TM8 19,000 20,000
23C Wide 5.87 1088 29,500 31,500
21A Narrow 5.890 1400 17,000 17,000
1A Wide 5.885 1400 18,000 18,500

End Connectors

New Narrow 27,400
New Narrow 27,600
18D Narrow M"UO 17,900
11B Wide 1400 40,600
17C Wide 1400 38,800

All used molded block samples tested failed in the wire mesh on
the male end connector end. The unused block failed in the center wire. All
end connector pairs failed on the large hole end of the female end connectors.

For physical Inspection purposes, the rubber was removed from 11
rubber blocks. The observations which were made are given In Table 2 for each
of the blocks.

Table 2

Physical Inspection Summary

Hubodometer
Block No. Block Width Length, in. Mileage Description of Condition

4C Wide 1400 1 broken coil, male end
118 Wide 1400 None broke
12B Wide 1400 None broke
13B Wide 1400 2 end coils broken
13C Wide 1400 1 end coil broken
17C Wide 1400 1 broken coil, male end
18C Wide 1400 2 end coils broken
180 Narrow 1400 coils all broke on male

end
19A Narrow 1400 3 broken coils
23A Narrow 1088 even wear
238 Wide 1088 even wear
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General observations concerning the physical conditions of these

link assembly components are as follows:

a. Wire mesh pins showed little or no sign of wear.

b. Wire wear was more severe on the end connector ends.

c. All snap rings remained in place.

d. No wear on end connectors evident.

e. Two narrow bands (180 and 21D) experienced total failure of
the wire on male end connector side.

3.4.2 Analysis

Determination of the required tensile strength of the wire link
track for installation on a 14 ton tracked amphibian was established by the
following conservative design criteria. The ultimate tensile capacity must be
(1) greater than 5 times the maximum tractive effort or (2) two times the
gross vehicle weight, whichever is greater. In this case, the tractive effort
calculation resulted in the higher tensile requirement of 64,000 pounds (5 x
12,800) (12,800 - projected ATR tractive effort/2). The tensile testing of
the track blocks showed that the total ultimate tensile capacity of the wire
link track assembly is above the design requirement through the 1050 miles
tested. The following conditions of wear are noted in the summary shown in
Table 3.

The difference between the pitch growth of the inboard to the
outboard track block has been attributed to nonsymmetric loading of the track.
This was due to the dynamic flexure of test setup. Most of flexing probably
has occurred at the idler spindle. The effect of the dynamic flexing of the
idler spindle is to relieve the outboard bands of the back tension thereby
forcing most of the tensile load into the inboard bands. The effect of this
dynamic flexing is quite exaggerated on the test setup since the span between
the sprocket wheel and the idler is quite short. For a larger span, such as
is on an 14113 vehicle, the effects of this flexing will be minimal.

Two related factors caused the inboard (more highly loaded) band
to wear at higher rate than the outboard bands. These factors are pressure
and temperature. The higher pressure at the wire to pin interface caused a
higher wear rate since wear is a function of pressure. This high pressure
caused more friction which built up heat. Wear rates increase with
temperature due to a decrease ir metal hardness.

Physical inspection of derubberized test blocks revealed that
virtually all metal wear which caused pitch growth occurred in the wire mesh.
The surface of the pins and end connector showed little, if any, sign of wear.
The majority of the wire wear occurred at the end connectors indicating the
higher rotation of the wire relative to the pin is the cause. This, however,
is unavoidable since the chord length of the end connectors is twice that of a
wire link.
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Table 3. Tensile Strength of Track Assembly

Hubodometer Flexure Pitch Tensile
Mileage Mileage Length Capacity M.S.-

0 0 5.81 103550 .62

1088 824 5.865 103000 .58

1400 1060 5.890 71000 .11
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3.5 Rrsistance of Molded Rubber to Cracking

3.5.1 Results

The incidence of rubber cracking for the three rubbers tested
are provided in Tables 4 and 5.

The Old R291 experienced the least percentage of rubber
failures. The New R281 and the R230 performed approximately equivalently.
However, the New R281 experienced cracks in the center (between the rubber
fingers) early in testing. No failures of this type occurred in any of the
rubbers.

Up to a hubodometer mileage of 596 the track was run for periods
of less than an hour. Excessive heat buildup was not permitted to occur until
after 596 hubodometer miles.

Durometer checks of the samples tested revealed that the New
R281 and R230 were incorrectly cured to a Durometer of 70 while the Old R281
was correctly cured to a Ourometer of 63.

3.5.2 Analysis

The high incidence of rubber cracking in all of the rubber
compounds raised many questions concerninS the stress levels in the rubber. A
NASTRAN finite element analysis has been conducted to determine the stress
levels in the existing design, the effect of two configuration changes, and
the effect of 63 versus 70 durometer rubber.

A two dimensional NASTRAN stress analysis, using imposed
deflections, was used to determine the stress in the rubber. The imposed
deflections, which are a result of .150 inches of stretching from flexing
around the idler, are given in Figure 4.

The two alternate configurations shown in Figure S were
investigated to evaluate the effect of reducing the stress con:entrations at
the end connector interface and at the radius in between the rubber fingers.

The results of the analysis are presented in Table 6. The grid
numbers assigned to the NASTRAN model are shown in Appendix B. The deflected
shapes resulting from the imposed deflections are shown in Figures 6, 7 and 8.

The conclusions of KASTRAN analysis are as follows:

o The 70 durmeter rubber parts which were tested causes the
stresses to increase 12 percent above the 63 durometer
rubber specified.

o The increase in radius, and re4 uction in length of the end
of the rubber cleat has little effect on the peak stresses
at the ends of the rubber block. Stresses at the inboard
radius are reduced by about 6 percent.
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Table 6. Results of NASTRAN Analysis

Stress Summary

Current Configuration

Principal Stress (psi) Max Shear (psi)

Du - 63 Du - 70 Du - 63 Du - 70

16 106.5 119.2 16 43.7 48.9

17 97.0 108.6 39 39.5 44.2

56 68.6 76.8 17 38.7 43.4

59 68.5 76.7 32 35.3 39.6

98 64.8 72.6 98 33.4 37.4

Alternate Configuration - End

Principal Stress (psi) Max Shear Stress (psi)
EID Du - 63 Du - 70 EID Du - 63 Du -70

16 100.2 112.1 16 41.2 46.2

17 87.0 97.4 39 39.2 43.9

97 60.8 68.1 17 35.8 40.1

89 60.4 67.6 32 35.5 39.7

31 60.0 67.2 40 30.2 33.8

126 68.6 76.8 126 35.7 39.9

Alternate Configuration - Center

Principal Stress (psi) Max Shear Stress (psi)
EID Du -63 Du a 70 EID Du - 63 Du - 70

16 84.3 94.4 16 37.1 41.5

17 80.5 90.1 39 38.9 43.5

56 66.9 74.9 17 34.4 38.5

59 67.0 75.0 32 34.9 36.2

98 63.5 71.1 98 32.7 36.6

216 95.4 106.8 216 43.4 48.6

296 63.2 70.7 296 25.2 28.2

226 52.2 - 58.5 226 22.4 25.1
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o Increasing the spacing between cleats by 1/8 inch reduces
stresses at the inboard radius by 12 percent. Stresses at
the ends of the rubber block are reduced by less than 2.5
percent.

o The maximum calculated stress in the rubber was 119.2 psi.
At 1,000,000 cycles of loading (corresponding to 1050
flexure miles), the fatigue stregth of the rubber should be
approximately 375 psi (See Figure 9). However, fatigue life
is significantly degraded as temperature is increased as
shown in the accompanying Figure 10.

3.6 Heat Build in Links

3.6.1 Results

A large amount of heat was generated within the wire link track
during laboratory testing. This was aggravated by the installation of a
insulated plywood box enclosure over the test machine. The box was required
for safety and acoustical considerations for operation in a busy shop area. A
fan was used to circulate air over the track. Still the ambient air within
the box was recorded to reach 120-1406F.

Temperature measurements were recorded at two mileages during
the laboratory test: 952 and 1200 hobodometer miles. The data, which is
presented in Table 7, is the steady state temperatures. These measurements
were taken after extended run times.

To obtain temperature readings within the track blocks, the
exposed portion of the wire mesh pins were used to detect the rubber tempera-
ture at the mesh flexing point. The highest temperature recorded was 2576F
which was detected at the inboard narrow track block. Since much more wear
was found to have occurred at the end connector pins, higher temperatures
probably occurred at the end connector pin.

3.6.2 Analysis

The rubber temperatures which resulted from heat build-up had a
detrimental effect on track rubber life. Temperature above 2009F begins to
further vulcanize the rubber resulting in a decrease of fatigue strength.
Several conditions may have contributed to excessive heat build-up are:

1. Elevated ambient temperature.

2. Frequent sprocket engagements generating extra heat due to
frequent sliding of the rubber on the support wheels and
overload of the wire mesh to cause sliding.

3. No symetrically loading of track bands.

4. No conductive heat loss available.

F-19

m lm l ~m I~l• m • mmm l m • q I N mmmmm •am •ibm m • am ram ww • • ...



strve~l,'sil owtint to JunL'te viit h'time and eventually~ %%ll rupture. Thispo,..
kwem t,1r' :finig-i'; it is t Ie e-nd rt~ult of the ervtep proci. Dynamic fatigue w

inl 4& .;.i 11111-TI 'utjeited to ain alternatingi strt-s centered ah-mUt zeti). lit most vitir.1uol,
lmllr' tilt w:istuv procesu is some menbination of itatii and .lyn.amric fatrigue. T1..rv-ulf, Irl? an inii I-.li(.t jof of the dytumic f:ti~cue clbarat-rtr of .iOdurrlmoter iv1v1k
Pt-lt,. i i.l-l f id carncprem~ion are ahown in Fig. 33.11. Dyn~amic f~itilcul:l,

p:siv. ;I- , un.'tiun -t the p-r cent muimnum strain. for fixe'd vaiu"'. 'f .1itaril e
The litter tweo parameters are computed in the following way. The per cont nl uumn
wtain is

-- tt10) per rent -37

1.2

I!

3 L

tCo 0 1-:0 2C 5'3 ;'0 . Ii

*SE! EA?
4.SE! El 51

I t. 13 11 I o Of .. i -- * io -t. '4-iocue Iift r-u1t.. t~~.,~ . *re-1 in
, 1'.'- 1 it . to. . j ; .I je f 4' 4 "'t V~

and the per miut d)yusim' iktrjji t,

wher- 4~ tIhe un'??aanvd Itnr.9l of tit. sivitrimir. '1.,. 6 tilt flunurnunt 'traine-i leth.lt
and less to the nwuantnn W311Ama 10taWL l. igtrv 33 11 kh~ow* that foIrn vniaI *sii,-
lterv I- a prtaoui-itd na,ifliUl its thr Iw itu. Isis a lovigu do, 'Afnl~is. to retuttle-J to &Ut. At
thi. end of thu. asrulke' '2 Ilk-* p'.l"I of '1%;&.enUsjgj faieatq. .it i. i.. t t ao d .iiI. ~nut.invini.
ptraBila- lssilt,.i 'trIA l..~~ i '~d J fo'g'u ipi I. 1.... %' tianuge et ,agt
t, uirrvao-.1 Thi- 611-., A-f 1 Ill:'% Iw m.ue.i P01111t.11% tOY III- ogrijt IwAt IatVflCdhIi.
:tirw Isin.. Itl Ilk 0i,1- 4lii. It.& lui a llifllgitm Ifer S lIS. tm-I unitl-m 1.01 a-ru of t.1toi at on.
,ndj or ob- *,tmmlo- It A Ilk~;.' 6, il ~tl,', hir Of itwu -lievinhu t a it mtu of
dybounm ue al-t gi'.m. tit Tot,,%, 33 5.

Table 33.5. Fatigue Lii. in Cycle, of Sh~plat Soeltimnas ae Fyci tor D yntamic
$train for Varkmu Lateral Strai

- Laivral gtrts

Otx Ito~ : I II)0 tol ISKW 41MxxIO 10. 0vt$U

$te~ eta--utmtisn~gy-jtg,-, tit. f~etdgj Itf.- of ruaL~jr iovil-l'.e sAudd.- changeo in
st*.,e Wtt@O. sIW~il'1 Inl- m-. gW'JtflMAugli l 'w-sik, aei uoid dw.h shouiJ be

ofleste bf@6p edge Of. a ee-l III-lort.

Figure 9 Dynamic Fatigue Life of Rtubber

F- 20



USru

Lhi

01 w U

4)

F.1 2 1



Table 7. Heat Build-Up Data

Hubodometer mileage - 951.8

Air Temp. - 71.60F

Wheel Surface Temperature 0F

Outer band narrow 116.6

Outer band wide 134.6

Inner band wide 134.6

Inner band narrow 134.6

Band Section

2 4 22

A 107.6 107.6 116.6

B 140 145 152.6

C 149 145.4 159.8

D 127.4 127.4 131.1

Hubodometer mileage - 1200

Air Temp. - 73.4 0 F

Exhaust Temp. - 1270 F

Wheel Surface Temperature 0F

Outer band narrow 176

Outer band wide 201.2

Inner band wide 221

Inner band narrow 257

2B 215.6

4C 213.8

22C 221
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5. Higher durometer rubber generates more heat when flexed.

Heat build-up data obtained from previous wire link track field
testing at Aberdeen Proving Ground are presented in Figure 11. The steady
state temperature recorded was 260°F measured at the end connector pin joint.
This temperature data was obtained at very severe operating conditions.

3.7 Effect of Variation in Track Tensioning

The tension was never increased above 4000 pounds. Therefore,
the effect of increasing track tensioning was not evaluated.

3.8 Effect of Saltwater on Track Components

3.8.1 Results

The saltwater exposure did not seem to effect the performance or
condition of any of the track components. The only observation made was
surface rust on the carbon steel crossmember. This, however, is not severe
and did not degrade the performance of the carbon steel crossmembers.

3.8.2 Analysis

Since the saltwater tests were performed over such a short
length of time absolute conclusions concerning extended exposure cannot be
made. However, the exposed and unexposed components performed essentially the
sam and therefore all can be considered saltwater resistant.

3.9 Stainless vs Alloy Steel Crossmember Performance

3.9.1 Results

A crossmember on the laboratory test machine meshed with the
sprocket 596,000 times during testing. An 14113 vehicle will travel 3552 miles
to obtain the same number of engagements per crossember.

High forces are developed in the engaging sprocket teeth due to
the underpitched track as discussed in Section 3.2. These high loads caused
the crossmember drive lugs to wear. Figure 12 shows the comparison of the
drive lug wear of 15-5 stainless versus 4330 crossmember.

3.9.2 Analysis

The 15-5 crossmembers wore %ore than the 4330 since the stain-
less steel is much more susceptible to galling. Evidence of galling was the
deposits of stainless left on the teeth of the sprocket.
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4.0 Recommendations

At the conclusion of testing the following recommendations are
made:

1. All metal components performed satisfactorily and the field
test quantity of components should be ordered.

2. Carbon steel crossmembers have been selected for field
testing since the stainless steel crossmember performed poorly. Modifications
to the pattern are required to prevent interferences.

3. Tight weave wire should be ordered.

4. Sprocket support tires providing U.05 inches of overpitching
should be used.

5. In order to make a determination on the proper rubber
compound to select, further testing will be conducted using the correct
durometer rubbers with controlled heat cycles.
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01,"Un ,99 ow,,, PENNIMAN & BROWNE, Inc.
le., CHEMISTS-NG INEERS-INSPECTORSm tAIn AD~MOIrf

621UTIre &V,,, 6252 FALLS ROAD "IALTT"
ILIP U. AM? BALTIMORE, MARYLAND 21209

am W. ?WOmUpOW
NKT 0. all3 w"A - TfELPue
. A IA I IUTT 1 -4131
'NALD W. SmITH V AU~A Coos 301

II

CNGINEIERING OIVISION

REPORT OF TEST
Attn: Mr. Bill Webb
P.O. 591167 January 11, 1984
N. 840065 A

$omjo o/ Track Block Assemblies

C $I Corporation
Mw~ o ber Dit

Extension under load & Ultimate Load Tests cf
3" Wide Block Sanples

Load/Extension Tests

Load, pounds Extension, inches
Samole 01 Block 23c 03 Block--
1000 0.000 0.000

3000 0.025 0.025
6000 0.051 0.055

9000 0.072 0.075
12,000 0.096 O.09S
15,000 0.121 0.116
18,000 0.150 0.145
21.000 0.195 0.187
24,000 0.290 0.285
29.500 Crack --

30.500 Crack
31,7C)O -- Ultimate

31,500 Ultimate

Sspi _ _ _ _ _ _ _ _ _ _ _

fA. Butt
umCi lao
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% Lt wPENNIMAN & BROWNE, INc. Soso
$sell-l.as CHEM I STS-ENGIN EERS-INSPECTORS CAw.a Anommse

tX8CUtIVIE TAF, 6252 FALLS ROAD "NALmT"

P0,LIP Id. AT BALTIMORE, MARYLAND 21209
LEN W. TMOlPNsom

'ANRT Q. 119tkELA TrLapH0N1

J. ADRIAN BUTT 523.4131
)ONALD W. SMI tH Am.: GCOo 301

ENGINEERING DIVISION

REPORT OF TEST
Attn: Bill Webb January 11, 1984
P.O. 591167
No. 840065 B
sampleof Track Block Assemblies

Cliev AAI Corporation

MArkoOtherDa Extension under load and Ultimate Load
test of 2" Wide Block Samples

Load/Extension Tests

Load, pounds Extension, inches
Sample #2 BL.23D #4 BL.-- #5 BL.21A #6 BL.1A

1000 0.000 0.000 0.000 0.000

3000 0.027 0.025 0.028 0.024
6000 0.060 0.068 0.061 0,054
9000 0.093 0.108 0.097 0.086

12,000 0.125 0.152 0.142 0.122

15,000 0.225 0.234 0.250 0.228

17,000 .... (Crack

18,000 Ultimate) Crack

18,500 -- U timate

19,000 Crack --

19,750 -- Crack

20,000 Ultimate --

20,675 Ultimate

A. Butt
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J DRANI 1, 11jr/T4

DGNALU W. Uaily

J. ADRAM flUflr

AA C OO1 301

ENGIN~EERIN DIVISION

REPORT OF TEST
Attn: Bill Webb 

January 11, 1984P.O. 591167
Ne. 840065 C
Smpliof Track Block End Connection
Client AAI Corporation
4ar&:oeOgbarDda Three sets 2" Wide Marked 18D and New

Two sets 3" Wide Marked lIB and 17C
Tensile Load Tests

Sample No. Block Size Breaking Loa, lbs.7 180 2" 17,900
8 - 2" 27,600
9 2" 27,40010 Il1 3" 40,600
11 17C 3" 38,800

ut f

eq.. ~ 
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